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You can replace your current bulb with LED easily. We have a range of retrofit 
lamps that will fit into the existing lamp socket, when choosing an LED lamp 
you need to look at the size, shape and fitting you would like also there are a 
couple of extra choices to make on dimming and light colour.

Shape

Classic Globe - One of the most popular types also known an “A / A60 type” 
or GLS lamp. Used in ceiling fittings and in table, wall and floor lamps
Mini Globe - Fitted in table, wall and floor lamps, also known as “G or P45” 
type”
Candle - Ideal for chandeliers and wall lamps, also known as “C or B35 type”. 
There is a choice of clear or frosted (opal)
Spotlight - PAR16 also for ceiling fittings

Base 

A lamp with the correct fitting base needs to be selected. Bases are not inter-
changeable. Click on a link to see all products that match that fitting.

B22 - Popular large “Bayonet” - push-and-twist, 22mm in diameter - found in 
many ceiling fittings in the UK  

B15 - Small “Bayonet” - push-and-twist, 15mm in diameter. 
 
E27 - Edison Screw (ES), 27mm in diameter - widely used in ceiling, table, wall and floor lamps. 

E14 - Small Edison Screw (SES), 14 mm in diameter - many uses including  table, wall and lamps. 

GU10 - Bi-pins (10mm apart) twist-and-lock fitting found on 240V spotlights. 

MR16 - This is a bi-pin push-fit spot lamp used in 12V low-voltage spotlights circuits - that includes a transformer and possibly a 
dimmer.  There are some possible difficulties in replacing existing MR16 lamps. As older technology transformers (240V to 12V) and 
dimmer switches have to be taken into consideration. Transformers and/or dimmers switches may need to be replaced with LED 
compatible versions.  
 
G4 - Sometimes called bi-pin capsules. These are small lamps with two pins that run with 12V transformers. G4 are found in light 
fittings and cooker hoods. 

G9  - These are also called capsules. These small lamps have two looped pins and run on 240V. G9 are found in light fittings and spot 
lamps. 

Dimming  

Do not use a non-dimmable lamps with a dimming circuits as this can damage the lamp and or the dimming circuit.  

Dimmable - with compatible dimmers. can be used with non-dimmable circuits. 

Non-Dimmable - must be used with a non-dimmable circuit only. Installing non-dimmable lamps in a dimmable circuit may cause 
issues even if you don’t intend to use the dimmer.
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